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1.1 Product Information:

®
@@ Report No.: JBE180907-A

201011-0

Organization Name

LIGHT EFFICIENT DESIGN, LLC

Brand Name

LIGHT EFFICIENT DESIGN

Model Number

LED-8130M40

SKU (if available)

N/A

Type of Luminaire
(for integral lamps, list base type and lamp type)

LED Luminaires

Rated Voltage / Frequency

120-277Vac, 50/60Hz

Nominal Power 150w
Rated Initial Lamp Lumen -
Declared CCT 4000K
LED Manufacturer Everlight

LED Model

67-21S/KK7C-H407034215/DT(GC)

Sample Number

JBE180907-Al

Luminaire Aperture (for downlights) -- in.
Luminaire Length -- mm
Luminaires Width -- mm

Number of Units (modular products)

Laboratory: Standard-Tech Co., Ltd. Testing Center
NVLAP CODE: 201011-0
Report Format Number STD/QR4909-A/2
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1.2 Test Specifications:

Date of Receipt Oct.30,2018

Date of Test Oct.31,2018

Total Luminous Flux

Luminous Distribution Intensity
Luminous Efficacy

Test item Correlated Color Temperature
Color Rendering Index
Chromaticity Coordinate

Electrical Parameters

PN O &~ wDdPE

IES LM-79-2008 Electrical and Photometric Measurements of

Solid-State Lighting Products

2. ANSI C78.377-2008 Specifications for the Chromaticity of Solid
State Lighting Products

3. CIE 13.3-1995 Method of Measuring and Specifying Colour
Rendering Properties of Light Sources

4.  CIE 15-2004 Technical Report Colorimetry

IESNA LM-16-93 Practical Guide to Colorimetry of Light Source

IESNA TM-16-05 Technical Memorandum on Light Emitting

Diode (LED) Sources and Systems

Reference Standard

Reference Work Instruction | QD25

1.3 Test Methods

1) Photometric and Light Distribution Measurement — Goniophotometer Method:

Photometric parameters were measured using the goniophotometer and software. The ambient
temperature shall be maintained at 25°C %1 °C, measured at a point not more than 1 m from the
sample and at the same height as the sample. The sample was operated at 120 or rated Volts AC, 60Hz.
It was stabilized before measurement was made. Luminous flux, luminaire efficacy, zonal lumen were
calculated from the software taken at 1<vertical intervals and 22.5 horizontal intervals.

2) Chromaticity Measurement — Sphere-Spectroradiometer Method:

Chromaticity parameters were measured using an integrating sphere, a spectroradiometer and software.
The ambient temperature condition inside the sphere was maintained at 25C +1°C. The sample
measurements were made using a spectroradiometer connected by a fiber optic cable and detector
through the detector port of the integrating sphere. The sample was operated at 120 or rated Volts AC,
60Hz. It was stabilized before measurement was made. Chromaticity coordinates, correlated color
temperature and color rendering index were calculated from the spectral power distribution taken at 5
nm intervals over the range of 380 to 780 nm.

3) Electrical Measurements:

Electrical parameters were measured using power meters incorporated in goniophotometer or
sphere-spectroradiometer system. The ambient temperature surrounding the sample was maintained at
259C £1°C. The sample was operated at 120 or rated Volts AC, 60Hz. It was stabilized before
measurement was made. Voltage, frequency, current, power, power factor and total harmonic distortion
were measured by and read from the power meter.
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2.1 Electrical, Photometric and Chromaticity Measurements
(Refer to Work Instruction QD25)

Test date 2018-10-31 Test Ambient: 25.2<C
Test Orientation As intended Stabilization Time (min) 90
Model Number LED-8130M40

Electrical Measurement:

Sample No. | Voltage (Vac) |Frequency (Hz )| Current (A) | Power (W) | Power Factor THD %

JBE180907- 120.0 60 1.234 147.2 0.9939 8.63

Al 277.0 60 0.5518 143.9 0.9415 13.90

Chromaticity Measurement - Sphere-Spectroradiometer Method:

Parameter Result Special Color Rendering Indices
Test Voltage (V) 120.0 R1 82 R9 11
Frequency (Hz) 60 R2 89 R10 75
CCT (K) 3874 R3 95 R11 82
Duv -0.0001 R4 83 R12 64
Chromaticity (X, y) x=0.3861 y=0.3799 R5 82 R13 84
Chromaticity (u’, v°) u'=0.2275 v'=0.5038 R6 85 R14 97
Color Rendering Index (CRI) 83.4 R7 86 R15 76
R9 1 R8 65 - -

Photometric Measurement — Goniophotometer Method:

Parameter Result

Test Voltage (V) 120.0 277.0
Frequency (Hz) 60 60
Total Luminous (Im) 19283 18996
Luminous Efficacy (Im/W) 131.00 132.01
Beam Angle (9 112.4 --
Center Beam Candle Power (cd) 6655 --
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Spectral Power Distribution & Chromaticity Diagram

Bpectrum 1.0=394.180mM/nm CIELBIL EVERELIEE
1.2 x = 0.3861 y = 0.3799

CCT = 3B74K

1.0

0.6

Zonal Lumen Tabulation

Zonal Lumen Summary Lumens Per Zone

Zone |[Lumens |% Luminaire Zone |Lumens| % Total| Zone Lumens|% Total
0-30 5,225.4 27.1% 0-10 629.9 3.3%]| 90-100 72.1| 0.4%
0-40 8,625.5 44.7% 10-20]1,815.2| 9.4%]| 100-110f 63.0| 0.3%
0-60 |15,212.9 78.9% 20-30(2,780.2 14.4%| 110-120| 67.3] 0.3%
60-90 | 3,503.1 18.2% 30-40(3,400.1| 17.6%| 120-130f 81.5 0.4%
70-100f 1,432.1 7.4% 40-50(3,507.1] 18.2%| 130-140 90.5| 0.5%
90-120 202.4 1% 50-60|3,080.3| 16.0%]| 140-150 84.3] 0.4%
0-90 |18,716.0 97.1% 60-70(2,143.2|] 11.1%]| 150-160 63.6| 0.3%
90-180 565.4 2.9% 70-80]1,058.8 5.5%| 160-170 3421 0.2%
0-180 [19,281.5 100% 80-90| 301.2 1.6%| 170-180 9.0 0%

Laboratory: Standard-Tech Co., Ltd. Testing Center
NVLAP CODE: 201011-0
Report Format Number STD/QR4909-A/2
Address: Standard-Tech Building, No.6 Guanhong Road,Guangzhou Science City, Guangzhou 510663, China
Tel: 8620-3229 0320 Fax: 8620-32290422  http://www.standard-tech.com
5/13



http://www.standard-tech.com/

STAN['AR“"TECH mv&@ Report No.: JBE180907-A

FTESTING
NVLAF LAB CODE 201011-0

Photometric Data
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Candela Table - Type C
0 225 45 67,5 90 1125 135 157.5 180 202.5 225 247.5 270 292.5 315 337.5 360

0 6655 6655 6655 6655 6655 6655 6655 6655 6655 6655 6655 6655 6655 6655 6655 6655 6655
11 6739 6739 6693 6682 6659 6602 6590 6567 6739 6716 6693 6670 6648 6579 6590 6567 6739
2 6762 6751 6705 6682 6670 6590 6590 6567 6739 6716 6670 6659 6625 6579 6590 6567 6762
31 6751 6751 6716 6682 6670 6590 6590 6556 6728 6693 6670 6648 6625 6579 6567 6556 6751
4 6751 6739 6716 6682 6659 6590 6579 6545 6716 6705 6659 6636 6613 6556 6567 6556 6751
5 6739 6739 6716 6693 6659 6567 6556 6533 6693 6682 6648 6625 6590 6533 6556 6556 6739
6 6728 6728 6693 6682 6648 6556 6533 6522 6670 6670 6636 6613 6579 6533 6545 6545 6728
7 6705 6705 6670 6659 6625 6545 6510 6487 6659 6659 6625 6590 6556 6510 6533 6545 6705
8 6693 6693 6648 6625 6602 6510 6499 6476 6636 6625 6613 6590 6545 6487 6510 6522 6693
9 6682 6670 6613 6613 6579 6499 6476 6453 6613 6613 6602 6567 6533 6464 6487 6522 6682
10 6659 6648 6590 6590 6567 6487 6464 6442 6602 6602 6567 6556 6522 6453 6464 6499 6659
11 6625 6613 6556 6556 6545 6464 6442 6419 6590 6579 6567 6545 6522 6442 6442 6464 6625
12 6613 6579 6533 6522 6522 6442 6430 6396 6579 6556 6522 6522 6487 6419 6419 6464 6613
13 6590 6545 6499 6510 6499 6430 6419 6384 6556 6533 6499 6499 6476 6419 6396 6430 6590
14 6567 6522 6476 6487 6476 6396 6396 6362 6533 6510 6464 6464 6442 6384 6373 6396 6567
15 6545 6487 6453 6464 6453 6384 6373 6350 6510 6476 6442 6442 6407 6362 6350 6362 6545
16 6499 6442 6419 6442 6430 6362 6350 6327 6499 6442 6407 6384 6384 6339 6316 6339 6499
17 6464 6419 6384 6430 6419 6339 6327 6304 6453 6419 6373 6350 6316 6293 6293 6293 6464
18 6430 6396 6362 6419 6384 6316 6293 6270 6419 6373 6339 6304 6281 6247 6247 6259 6430
19 6396 6350 6339 6384 6339 6281 6270 6259 6384 6339 6304 6270 6247 6201 6213 6224 6396
20 6339 6304 6304 6350 6304 6259 6236 6224 6362 6304 6247 6236 6190 6167 6190 6178 6339
21 6304 6281 6270 6316 6259 6213 6178 6178 6304 6247 6201 6190 6133 6110 6156 6121 6304
22 6259 6247 6224 6259 6224 6178 6144 6144 6259 6201 6133 6133 6087 6053 6098 6087 6259
23 6213 6201 6167 6213 6178 6133 6110 6098 6213 6167 6075 6075 6053 5995 6041 6030 6213
24 6167 6156 6121 6178 6133 6098 6064 6053 6156 6110 6030 6030 5995 5950 5995 5984 6167
25 6121 6098 6075 6110 6075 6053 6018 6007 6121 6053 5984 5972 5950 5904 5938 5938 6121
26 6064 6053 6030 6064 6041 6007 5984 5950 6064 6007 5915 5915 5904 5835 5870 5892 6064
27 6018 6007 5984 6007 5995 5972 5927 5915 6018 5950 5870 5870 5847 5778 5812 5824 6018
28 5950 5950 5927 5961 5950 5927 5892 5858 5972 5892 5812 5801 5812 5721 5755 5778 5950
Laboratory: Standard-Tech Co., Ltd. Testing Center
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29 5892 5881 5858 5915 5927 5904 5858 5812 5892 5835 5744 5767 5744 5686 5698 5709 5892
30 5847 5847 5812 5881 5881 5847 5801 5767 5847 5767 5686 5709 5698 5618 5629 5675 5847
31 5801 5789 5767 5835 5835 5789 5755 5721 5789 5698 5641 5652 5641 5572 5572 5618 5801
32 5744 57325709 5789 5789 5732 5709 5664 5721 5618 5572 5572 5561 5515 5503 5572 5744
33 5698 5686 5664 5755 5732 5652 5629 5595 5652 5549 5515 5503 5492 5446 5446 5503 5698
34 5641 5618 5606 5698 5664 5561 5549 5515 5583 5481 5458 5423 5423 5378 5355 5412 5641
35 5549 5561 5538 5606 5561 5481 5458 5446 5492 5423 5378 5355 5320 5297 5297 5332 5549
36 5469 5492 5492 5526 5492 5412 5378 5343 5423 5332 5320 52635229 5206 5240 5252 5469
37 5400 5423 5412 5435 5366 5320 5286 5240 5320 5275 5229 51725149 5114 5160 5160 5400
38 5297 5332 5332 5320 5275 5229 5183 5172 5240 5229 5149 5103 5069 5034 5080 5080 5297
39 5206 5240 5263 5240 5194 5160 5114 5080 5160 5160 5057 5011 4989 4966 5023 5000 5206
40 5114 5160 5149 5126 5103 5069 5034 4977 5069 5069 4977 4943 4897 4886 4920 4931 5114
41 5023 5069 5057 5023 5000 4966 4943 4897 4977 4977 4886 4840 4805 4794 4817 4828 5023
42 4920 4954 4977 4943 4943 4886 4874 4805 4863 4874 4783 4725 4702 4702 4725 4748 4920
43 4840 4863 4874 4863 4851 4794 4783 4714 4794 4783 4691 4622 4588 4600 4622 4645 4840
44 4725 4771 4760 4748 4760 4691 4725 4657 4691 4657 4554 4497 4497 4531 4531 4554 4725
45 4600 4680 4680 4657 4691 4622 4634 4565 4565 4519 4428 4382 4371 4405 4416 4439 4600
46 4497 4554 4565 4531 4588 4519 4542 4462 4451 4382 4313 4268 4291 4291 4302 4313 4497
47 4371 4451 4462 4439 4508 4474 4485 4394 4382 4302 4210 4188 4210 4199 4188 4210 4371
48 4268 4348 4382 4371 4462 4405 4428 4313 4279 4210 4119 4119 4108 4085 4062 4108 4268
49 4199 4245 4268 4302 4382 4336 4348 4233 4210 4085 4027 4016 3993 4016 3970 4016 4199
50 4130 4153 4176 4233 4268 4245 4233 4142 4073 3959 3924 3890 3867 3879 3844 3867 4130
51 4039 4039 4085 4142 4142 4073 4050 3982 3947 3844 3799 3753 3741 3753 3730 3719 4039
52 3879 3913 3982 4005 3970 3936 3890 3844 3844 3753 3661 3616 3650 3627 3616 3570 3879
53 3719 3776 3856 3856 3844 3833 3776 3753 3696 3650 3535 3467 3513 3490 3501 3467 3719
54 3616 3650 3707 3753 3696 3719 3650 3638 3570 3535 3398 3341 3398 3364 3398 3375 3616
55 3467 3524 3570 3604 3581 3593 3558 3513 3444 3398 3261 3204 3261 3238 3261 3249 3467
56 3352 3421 3478 3490 3478 3490 3410 3375 3341 3284 3135 31123146 3124 3124 3112 3352
57 3215 33183364 3375 3387 3352 3318 3272 3307 3238 3089 30323043 3078 3021 3021 3215
58 3124 32383318 3318 3318 3295 3284 3215 3169 3112 2975 2918 2895 2929 2918 2906 3124
59 3055 31693238 3227 3192 3158 3146 3078 3009 2963 2860 28152780 2792 2815 2792| 3055

60 2940 3009 3055 3078 2998 2975 2975 2940 2838 2803 2677 2632 2632 2609 2677 2609 2940
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3. Test Equipment

Equipment ID Equipment Name Last Calibration Date |Next Calibration Date
ST-R-331 2 meter Integrating Sphere 2018-07-02 2019-07-01
ST-R-327 Spectral analysis system HAAS-2000 2018-07-02 2019-07-01
ST-R-332 Standard Lamp 2018-07-04 2019-07-03
ST-R-333 Power Meter for Integrating Sphere 2018-06-28 2019-06-27
ST-R-355 Goniophotometer system 2018-07-01 2019-06-30
ST-R-359 Standard Lamp 2018-07-04 2019-07-03
ST-R-358 Power Meter for Goniophotometer 2018-06-28 2019-06-27

Expand Uncertainty:

Photometric Measurement (Sphere):2.04%, k=2
Chromaticity Measurement(Sphere):28.8K, k=2
Photometric Measurement(Goniophotometer):2.36%, k=2

*kkkkk END OF REPORT *kkkkk
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